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RealShot Manager Software
Software
IMZ-RS401 RSM v4 with 1 camera license + 10 client
IMZ-RS404 RSM v4 with 4 camera licenses + 10 client
IMZ-RS409 RSM v4 with 9 camera licenses + 10 client
IMZ-RZ416 RSM v4 with 16 camera licenses + 10 client
IMZ-RZ432 RSM v4 with 32 camera licenses + 10 client

Sony Network
Recorders

NSR-100 NSR-50 NSR-25 NSR-25/500
Video/Recording
# of IP Cameras Supported 64 Max 32 Max 20 Max 20 Max

Video Compression Accepts MPEG-4/JPEG camera streams Accepts MPEG-4/JPEG camera streams Accepts MPEG-4/JPEG camera streams Accepts MPEG-4/JPEG camera streams

Maximum Recording Rate 480fps 240fps 120fps 120fps

Hard Disk Drives Physical Capacity 1,000GB (250GB x 4) 500GB (250GB x 2) 250GB 500GB (250GB x 2)

Interface Serial ATA Serial ATA Serial ATA Serial ATA

RAID
Level/Recording
Capacity (approx.)

Hardware RAID (Hot Swappable when
set to RAID 5 or RAID 1) Software RAID

N/A N/ARAID 5 (Default)
670GB RAID 1 450GB RAID 0 900GB SPAN (Default)

430GB RAID 1 210GB

Network File System (for NAS) Support CIFS protocol Support CIFS protocol Support CIFS protocol Support CIFS protocol

Display Interface
Display OUT #1 RGB connector x 2 (Front & Rear Panel) RGB connector x 2 

(Front & Rear Panel) RGB connector x 1 RGB connector x 1

#2 RGB connector x 1 RGB connector x 1 RGB connector x 1 RGB connector x 1

Video Interface
Video Output S-Video x 1 S-Video x 1 N/A N/A

Analog Composite OUT RCA-pin x 2 (Front & Rear Panel) RCA-pin x 2 (Front & Rear Panel) N/A N/A

Sensor/Alarm
Sensor in 8 channel photo-coupler (DC3.3-24V) 8 channel photo-coupler (DC3.3-24V) 8 channel photo-coupler (DC3.3-24V) 8 channel photo-coupler (DC3.3-24V)

Relay out 8 channel relay (Max. 24V 1A) 8 channel relay (Max. 24V 1A) 8 channel relay (Max. 24V 1A) 8 channel relay (Max. 24V 1A)

Other Interfaces
Ethernet 1000Base-T/100Base-TX/10Base-T x 3

(automatic switching)
1000Base-T/100Base-TX/10Base-T x 3

(automatic switching)
1000Base-T/100Base-TX/10Base-

T x 1
1000Base-T/100Base-TX/10Base-

T x 1

General
Dimensions (WxHxD) 17 x 3 1/2 x 16 1/2” 17 x 3 1/2 x 16 1/2” 17 x 3 1/2 x 16 1/2” 17 x 3 1/2 x 16 1/2”

Weight 30 lbs 14 oz 26 lbs 7 oz 24 lbs 4 oz 27 lbs 10oz

Power Requirements
Power Consumption 300W 200W 170W 170W

Operating Temperature 41 to 104ºF 41 to 104ºF 41 to 104ºF 41 to 104˚F

Optional Accessories RM-NS10: Remote Control Unit
NSR-RM1: Rack Mount Kit

RM-NS10: Remote Control Unit
NSR-RM1: Rack Mount Kit

RM-NS10: Remote Control Unit
NSR-RM1: Rack Mount Kit

NSBK-250: HDD Expansion Unit

RM-NS10:  Remote Control Unit
NSR-RM1:  Rack Mount Kit

Sony Network 
Video Server

SNT-V704
Video Server Specs

Number of Channel 4 Channel

Compression MPEG-4 / JPEG selectable

Video Input 1.0Vp-p, 75Ω, unbalanced, sync negative

Video Output 1.0Vp-p, 75Ω, unbalanced, sync negative (loop-through)

Sensor Input 4 channel

Relay Output 4 channel

Ethernet Connector 100Base-TX/10Base-T (RJ45)

Maximum Performance 30fps x 4 channel (720 x 480)

Image Sizes 720 x 480, 640 x 480, 320 x 240

Compression Ratio 10 steps (JPEG)

Protocols TCP/IP, ARP, ICMP, HTTP, FTP, SMTP, DHCP, DNS, NTP, SNMP

Number of Client Max. 50

PC Card Slot N/A

USB Port USB 2.0 for external storage

General

Weight 2 lbs 10 oz

Dimensions (WxHxD) 8 3/8 x 1 11/16 x 8”

Power Requirements DC12V (supplied)

Power Consumption 18W

Operating Temperature 41 to 104ºF

Optional Accessories RMM-V704: Rack Mount Kit
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